
BIO SECURITY CABINETS

Technical especificattions

Well done, well shipped. 
Our responsible packaging

Wood box 100% recyclable

with international phytosanitary certificate.

Description
Cruma TopSafe microbiological safety cabinets are supplied in 
three different sizes (1.2mt, 1.5mt and 1.8mt). These last generation 
Microbiological Safety Cabinets, have been certified according to 
the most stringent safety standards (EN12469-2000). The internal 
design, the air flow aerodynamics and monitoring, the built-in safety 
devices and the very accurate manufacturing, guarantees the highest 
performances at the most stringent safety levels, as specified by 
EN12469, NSF49 and AS2252 standards and have been certified by the 
most prestigious European certification bodies for Safety Cabinets.
Certified intrinsic biological safety, combined with impressively 
competitive prices, gives the end user a state of the art cabinet 
accessible to every budget, that only experienced European design 
and accurate quality manufacturing, can provide.
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Technical features
 √ Class II type A2 cabinet
 √ Ability to take the class cabin configuration I
 √ Certification UNE-EN 12469: 2000 by TUV-NORD
 √ Fixed front window with safety glass 6 mm thick (manual opening for  

 easy cleaning procedure)Control del flujo de aire por microprocesador
 √ Airflow Control Microprocessor
 √ Speed   of air rollstop 0.5 m / s
 √ Frontal opening of 200 mm
 √ Light intensity on work surface> 1000 lux
 √ Noise level according to ISO 11 022 <58 dB
 √ Safety key to prevent unwanted operations
 √ UV fluorescent light switchedWorktop in AISI 304   

 stainless steel with 2B finish (includes retention tray)

Serial equipment
 √ Gas tap
 √ Vacuum tap
 √ Electrical outlet Schuko (two in model 1.8) and multifunction jack
 √ Removable front panel lock

Optional equipment
 √ Stand for models 1.2, 1.5, y 1.8
 √ Portable UV kit for models 1.2, 1.5 y 1.8
 √ Back pannel UV kit for all models
 √ Others...download PDF technical sheet

TopSafe 1.2

TopSafe 1.5

TopSafe 1.8

Dimensiones

1230x580x700

1530x580x700

1840x580x700

1380x795x1450

1685x795x1450

1990x795x1450

180

220

220

PesoModelos
externas (mm)
largo/ancho/alto

(kg)internas (mm)
largo/ancho/alto

As easy as taking it out of the box 
and connecting it. Are you ready?

Our new equipments are already assembled and tested. You 
won’t have to do anything. Well, just plug it in

100% Plug&Play

¿Need technical assistance?
Our service center provides answers

and solutions for Spain and abroad;

Ask us if you have any questions or need

spare parts, servicing, maintenance, etc..

Call us at +34 933 706 162

www.cruma.es
 Customer Service+34 933 706 162
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